SPECIFICATIONS

Voltage rating: 150V AC, DC

Current rating: 1A, AC, DC (AWGH28)
Withstanding voltage: 500V AC/minute
Insulation resistance:500MQmin

N | O
S Temperature range:—40°C — +85TC
m Contact resistance:20mQ max
o HOUSING
Part No. :SCT1252H-2xXXP
Poles:2-15P
Material :Nylon 66 UL94V-0
Q TY: 1,000 pcs/bag
4.30£0.20
[ B£0.25
Dimensions
Q PART NO.
| [RTTET DA 76T AT TaT TaT A 76T s ﬂ A 2
QW Mj S | ﬁJ SCT1252H—-2X05P 5.00 10.40
A ] [ < [ i SCT1252H—2X10P | 11.25 | 16.65
SCT1252H—-2X15P | 17.50 22.90
5.20+0.25
SCT1252H—2X20P | 23.75 29.15
OPERATION| DRAW |Judy.Huang |2006/05/02 [SCALE mMmz(U)m AR HEIA L PR H]
~ 10| £0.15 DESIGN UNIT mm B SCONDAR ELECTRONIC LIMITED
20 ~ 30 +0.30 —— SIZE | A4 | PART NO. SCT1252H—2xXXP
o |os/12/27 NEW " Mowo CHECK | Micky.Liu |2008/05/02 [ 224 o e DF13 1.25 2xXXP HOUSING
REV | DATE MODIFICATION DESCRIPTION CHANGE |APPROVE| 0w | 3oL |APPROVE | Hellen.Lii [2008/05/02 Lo =g ST R AWING NO. | SCT1252H—2xXXP
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